
L4 SERIES - CODE INTRODUCTION

0.75kW - 4kW

L4 SERIES - OVERVIEW

PART3. L4 SERIES - HYBRID

L: THREE PHASE 220-240

H: THREE PHASE 380-440

POWER (W)

INDUCTION MOTOR SOLAR INVERTER

IF= IDROFOGLIA

S2: SINGLE PHASE 220-240
S1: SINGLE PHASE 110V
OUTPUT VOLTAGE

L4 SERIES
R: INCLUDES REMOTE MONITORING

IF-STIM-750-S1-L4( R)

Temperature range
-20°C~60°C

MPPT Efficiency up to
99%.

IP65 

IP65

Automatic
Operation

Auto

Ambient humidity
 ≤95%
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◉ Dual PV/AC Power Input: Supports both solar (PV) and AC power, with priority given to solar energy.

◉ User-Friendly LED Display: Clear interface with complete real-time information.

◉ Energy-Saving Mode: One-key activation of CRUISE power-saving function.

◉ Integrated Safety Components: Built-in DC disconnect switch and fuse for cost-saving and simplified
wiring.

◉ Flexible Voltage Range: Built-in BOOST and PFC circuits for wide input voltage range and flexible
solar panel configurations.

◉ Dry-Run Protection*: Hardware and software safeguards to prevent pump damage from dry running

◉ Multi-Pump Linkage: Supports multi-pump systems, meeting the demands of large-flow and high-lift
applications.

◉ Wide Pump Compatibility: Compatible with pumps using induction or permanent magnet motors.

◉ Wide Protection Functions: Features Soft Start Function, dry-running protection, over/undervoltage
     protection and over/under current protection etc.

◉ Advanced Control Functions: Optional timing control, pressure monitoring, liquid-level detection,
     and other water pump control features.

Wireless remote
monitoring(optional)
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L4 SERIES - SYSTEM INSTALLATION DIAGRAM EXAMPLE

PART3. L4 SERIES - HYBRID

➀  Solar Panel Array
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➁  Grounding pile

➂  Generator (Single-phase)

➃  External controller

➄  Protection Devices

➅  Wiring waterproof assembly

➆  The Low-Level Float (For Well)

➇  The High-Level Float (For Tank)

➈  Safety rope

➉  Check valve

⑪  Submersible water pump
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