
IF-L4 SERIES

KEY FEATURES

AC PUMP INVERTER

 

IF-L4 TECHNICAL OVERVIEW

*Water level switch must be installed 

* Tollerance range -10%~+10%
The technical information above may change without prior notice G
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MODEL 
RATED
POWER

(kW) 

MAX INPUT
CURRENT

(A)  

MAX. DC
INPUT

VOLTAGE
(V)   

RECCOMENDED
MPPT VOLTAGE

 (V)  

AC INPUT 
VOLTAGE

(V)*

RATED AC
OUTPUT

CURRENT 
(A)  

RATED
FREQUENCY

(Hz)  

AC OUTPUT
VOLTAGE

 (V)

IF-STIM-750S1-L4

IF-STIM-1500S1-L4

IF-STIM-1100L-L4

IF-STIM-1500L-L4

IF-STIM-2200L-L4

IF-STIM-3000L-L4

IF-STIM-1500S2-L4

IF-STIM-2200S2-L4

IF-STIM-3000S2-L4

IF-STIM-1500H-L4

IF-STIM-3000H-L4

IF-STIM-4000H-L4

0,75

1,5

1,1

1,5

2,2

3

1,5

2,2

3

1,5

3

4

DC 13 / AC 13

DC 13 / AC 13

DC 13 / AC 13

DC 13 / AC 13

DC 13 / AC 13

DC 13 / AC 13

DC 13 / AC 13

DC 13 / AC 13

DC 13 / AC 13

DC 13 / AC 13

DC 13 / AC 13

DC 20 / AC 20

440

440

440

440

440

440

440

440

480

480

480

850

90-360

125-360

90-360

125-360

180-360

250-360

150-400

180-400

250-400

150-400

250-400

500-700

1PH 85~265

1PH 85~265

1PH 85~265

1PH 85~265

1PH 85~265

1PH 150~265

1PH 150~265

1PH 187~400

1PH 187~400

1PH 187~400

1PH 187~400

1PH 187~400

8,6

14

6,3

8,6

11

14

8,6

11

14

3,7

5,5

9,5

0-50/60

0-50/60

0-50/60

0-50/60

0-50/60

0-50/60

0-50/60

0-50/60

0-50/60

0-50/60

0-50/60

0-50/60

1PH 0~110  3PH 0~190

1PH 0~110  3PH 0~190

3PH 0~220/240

3PH 0~220/240

3PH 0~220/240

3PH 0~220/240

1PH 0~220 3PH 0~380

1PH 0~220 3PH 0~380

1PH 0~220 3PH 0~380

3PH 0~380/440

3PH 0~380/440

3PH 0~380/440

Dual PV/AC Power Input: Supports both solar (PV) and AC power, with priority given to solar energy.

User-Friendly LED Display: Clear interface with complete real-time information.

Energy-Saving Mode: One-key activation of CRUISE power-saving function.

Remote monitoring: Optional built-in wireless communication module for remote monitoring.

Fully Automatic Operation: Includes 8-year data storage capacity for operational records.

High MPPT Efficiency: Fast response and stable performance with MPPT efficiency up to 99%.

Dual Dry-Run Protection*: Hardware and software safeguards to prevent pump damage from dry running

Integrated Safety Components: Built-in DC disconnect switch and fuse for cost-saving and simplified wiring

Robust Protection: IP65 protection rating. Operating temperature: -20°C to +60°C. Ambient humidity: ≤95%.

Advanced Control Functions: Optional timing control, pressure monitoring, liquid-level detection, and other water 

pump control features.

Flexible Voltage Range: Built-in BOOST and PFC circuits for wide input voltage range and flexible solar panel 

configurations. 

Multi-Pump Linkage: Supports multi-pump systems, meeting the demands of large-flow and high-lift applications.

Wide Pump Compatibility: Works with submersible pumps, surface pumps, and swimming pool pumps using 

induction or permanent magnet motors.

Wide Protection Functions: Features Soft Start Function, dry-running protection, over/undervoltage protection and 

over/under current protection etc.

All specifications may be subject to change without notice. The same pictures are shown to represent the wide range of products.
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